TRANSPORT INFRASTRUCTURE

SUGGESTION

Use IWT for Movement of Coal to
Thermal Power Plants

Power
Unilities,
IWAI and
private IWT

operators need

to jointly seize
this opportunity
in national
interest

HE SUMMER of 2009

has been long drawn

and intense with most

parts of the country

reeling under severe
power cuts. Even the national
capital Delhi was not spared! The
stock of coal in several thermal
power stations of NTPC became
‘supercritical” at one point of
time. The monthly coal statement
of Thermal Power Stations issued
by Central Electricity Authority
(CEA) revealed that thirty out of
seventy nine TPS in the country
had critical coal stock of less
than 7 days. Kahalgaon and
Farakka had just one day of coal
stock in June 2009. This points
to serious production bottle
necks in the coal fields as well
as ftransport bottle necks in
transportation network through
Indian Railways.

While most of the existing
Thermal Power Stations are
sourcing their coal requirements

Sunil Kumar

from domestic coal fields, in the
last few years it has been seen that
a large number of power plants are
unable to operate at full plant load
factor on account of shortage of
coal or poor quality of domestic
coal as they have high ash content.
Eastern Coal Fields is unable to
supply more than 10.5 million
tonnes of coal to Farakka &
Kahalgaon Super Thermal Power
Station against their requirement
of about 16 million tonnes per
annum. Development of new
coal fields in the country has also
not kept pace with the growing
power requirement of an economy
developing at the rate of 9 percent
per annum. This shortfall is being
met / proposed to be met by
imported coal from Indonesia.
South Africa and other countries.
The Power Ministry has reportedly
decided that all Thermal Power
Plants of NTPC must mix at
least 5% of imported coal with
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domestic coal to improve their
quality.

In such a situation it has
become imperative that the country
begins to seriously explore the
possibility of using Inland Water
Transport for movement of coal
to existing as well as proposed
new power plants. A 1620 km
stretch of Ganga - Bhagirathi -
Hooghly river system between
Allahabad and Haldia connecting
hinterland of Uttar Pradesh. Bihar.
Jharkhand and West Bengal was
declared National Waterway 1
by Government of India in the
year 1986. Over the years, due
to developmental activities
undertaken by Inland Waterways
Authority of India (IWAI), LAD
(least available depth) of 2.5 m is
being maintained between Haldia
and Farakka (560 km) while LAD
of 1.8 m to 2 m for 330 days was
maintained between Farakka and
Patna (460 kms). LAD of 1.5 m
between Patna and Varanasi (363
km) and 1.2 m between Varanasi
and Allahabad was maintained for
nearly 270 days. IWAI expects to
soon provide 2 m LAD upto Patna
for 330 days and 2 m LAD upto
Varanasi for about 300 days.

IWAT also regularly issues
fortnightly ‘river notices” for the
entire stretch of NW 1. 24 hour
night navigation facilities are in
place upto Farakka and this is
to be extended upto Varanasi by
December 2009. A new DGPS
station is being commissioned at
Bhagalpur by August 2009 and
once the proposed DGPS stations at
Katwa, Patna and Varanasi are also
commissioned by September, 2010,
all navigational aids necessary for
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In addition several more new
power plants apart from capacity
additions in existing power plants
are expected to come up in the
next few years. Details are as
under:

B Name of Proposed | Owned
Thermal Capacity by
Power (MW)
Station
(TPS)
1 | Kahalgaon | 500 MW NTPC
I

clearance of the concerned State
Governments.

It must also be remembered that
at present thermal power plants
consume about 10,000 tonnes
of Indian coal (6.000 tonnes of
imported coal with lower ash
content) per day for every 500
MW. A 60 wagon coal train can
carry about 1500 tonnes of coal,
which means about 7 trains per
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